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INSTALLA TION REQUIREMENTS:
Fan must be attached to a securely anchored electrical 
junction box capable of withstanding a load of at least 50 lbs.

ELECTRICAL REQUIREMENTS:
Requires a grounded electrical supply line of 
120 volts AC, 60 Hz, 15 amp circuit.

MOTOR SPECS:
153 x 18 motor is designed for optimal performance with this fan.

BLADES:
A set of three 25�Ý���D�O�O���Z�H�D�W�K�H�U���F�R�P�S�R�V�L�W�H���E�O�D�G�H���V�H�W���L�Q�F�O�Xd�H�G�����2�S�W�L�R�Q�D�O���V�H�W�V���R�I���W�K�U�H�H�������Ý���F�R�P�S�R�V�L�W�H���E�O�D�G�H�V���D�U�H���D�Y�D�L�O�D�E�O�H��

DOWNROD OPTIONS:

A B
Fan w/ 4.5�Ý�G�R�Z�Q�U�R�G�����������������Ý�������������������Ý

Fan �Z�������Ý downrod 21.57�Ý �����������Ý

Fan �Z�������Ý downrod 27.57�Ý �����������Ý

Fan �Z�������Ý downrod 33.57�Ý �����������Ý

Fan �Z�������Ý downrod 45.57�Ý �����������Ý

Fan �Z�������Ý downrod 57.57�Ý �����������Ý

Fan �Z�������Ý downrod �����������Ý �����������Ý

Fan �Z�������Ý downrod 81.57�Ý �����������Ý

Available Finishes
Fan / Housing  Assembly Blades

OB �2�L�O���U�X�E�E�H�G���%�U�R�Q�]�HCherry

SN Satin Nickel Satin Nickel

WH White White

�$�L�U�À�R�Z�������(�Q�H�U�J�\���(�I�¿�F�L�H�Q�F�\���,�Q�I�R�����������9��

Fan Speed Max RPM CFM CFM / Watts Amps Watts
173 ����������������������������������6 0.47

105 ������������������������������154           0.30

High

Med

Low ������������������������������������������������������������������������������������������8

CONTROL OPTIONS:
Optional CW1, CW1SW, CW2, CW5 and CWRL4 wall controls and CRL4WH and CRL8TS remote controls (with receiver 
units) are available—sold separately.  Instructions are provided with each control.

LIGHTING OPTIONS:
Optional lighting is not currently available for this fan. 

LOCATION USE:
Fan is rated for dry, damp and wet locations.

in cherry (BPW4442CY) and walnut (BPW4442WA) finish�H�V���V�R�O�G���V�H�S�D�U�D�W�H�O�\��
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�)�D�Q���F�R�P�H�V���Z�L�W�K���D�����Ý���G�L�D�����[���������Ý���O�R�Q�J���G�R�Z�Q�U�R�G�����'�5���������������2�S�W�L�R�Q�D�O���G�R�Z�Q�U�R�G�V���D�Y�D�L�O�D�E�O�H���L�Q�������Ý���������Ý���������Ý���������Ý���������Ý���������Ý���D�Q�G�������Ý��
lengths. Fan can be mounted on a sloped ceiling up to 30°. Most sloped ceiling installations require a downrod longer 
than the standard 6�Ýdownrod. Optional sloped ceiling ball kits ���6�&�%����������are available for slope angles greater than 30° 
and up to 52°. �2�S�W�L�R�Q�D�O���F�O�R�V�H���W�R���F�H�L�O�L�Q�J���N�L�W���L�V���D�Y�D�L�O�D�E�O�H���D�V���Z�H�O�O�²�V�R�O�G���V�H�S�D�U�D�Wely. Call technical support for more information.
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